DOWNLIGHT 2x26W, 2x18W, 1x13W

DOWNLIGHT HQI 35W, 70W, 150W

LED DOWNLIGHT
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FLUORESCENTNA RASVJETA T8, TS

LED KONEKTIBILNE
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LED REFLEKTORI

STEDNE ZARULJE

LED ZARULJE

ANTIQUE EDISON ZARULJE

ECO HALOGEN - ENERGY SAVING

HALOGENE / METAL HALOGENE ZARULJE

GRLA/PROPALJNVACI

PRIGUSNICE/PROPALJVACI

TRANSFORMATORI

SENZOR | SENZOR SVJETILJKA

TRI-PROOF LAMP

LED INDUSTRIJSKA VISILICA

LED ULICNA RASVJETA



= APL 5264 BRUSH ALU

G24g-3, 4-PIN, 2x26W
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@205 mm

= APL 5268 BRUSH ALU

(G240-3, 4-PIN, 2x26\W

CE |

= APL 6226 WH

G240-3, 4-PIN, 2x26W

PLC
2x26W

CEf,02 @ Y P20 (—foon
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@190 mm e — N

@205 mm

@ W IP-44 CI*****ESOcm

€ |

PLC
2x26W

m APL 5226 AL

G249-3, 4-PIN, 2x26W
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205 mm 233 mm 263
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C€ .02 @ ¥ p20 (- foom

s ELC-2270 WH EBQ m ELC-2270 NM EBQ
G24g-3, 4-PIN, 2x26W G249-3, 4-PIN, 2x26W
Opcije stakla: tockasto/matirano Opcije stakla: tockasto/matirano

=E" e 0\
185x185 mm e %
200x200 mm S

CEf,02 @ F P20 (—foon

= £ C-2064 WH EBQ = ELC-2064 NM EBQ
(G24g-3, 4-PIN, 2x26W G249-3, 4-PIN, 2x26W

S W\
LINE N
@ 205 mm 233 mm " %

e mm'}vfl @ W IP-20 lef—7E500m

m ELC-2270 WH m ELC-2270 NM
G24d-3, 2-PIN, 2x26W G24d-3, 2-PIN, 2x26W
Opcije stakla: tockasto/matirano

Opcije stakla: tockasto/matirano



DOWNLIGHT 2x26W, 2x18W, 1x13W

S)

>

@215 mm

= ELC-8010+C WH N\ s ELC-2261+C WH
G24d-3, 2-PIN, 2x26W G24d-3, 2-PIN, 2x26W %

e mm%v?/ @ 7/ 1P-20 CI*'*"EWC"‘ QN maﬁﬁ @ \&/  1P-20 CI***EEOCm

m B C-2111C WH
G24d-3, 2-PIN, 2x26W

\

m 352x170 mm W
sy, (] E}

1 ks

=

352x208 mm |

€ 0 @ W p20 (- fown
A

s E[C-2111C SR
G24d-3, 2-PIN, 2x26W




DOWNLIGHT 2x26W, 2x18W, 1x13W ' B

S)
d_|
| E— S
@ 205 mm 225 mm P

140 mm
A

Ce mg,(;é‘z @ &/ IP-20 CI*’***ESOCm

s E[C-8020 WH n ELC-8020 MC
G24d-3, 2-PIN, 2x26W G24d-3, 2-PIN, 2x26W

Y 0170 mm_pees @ 205 mm
7 ¢ - 5
f:. [ ¥ [ — E
o 'U'E 1 8 ] E
G T T Q
R @193 mm [e— -

@ 225 mm

s ELC-7030C WH

G24d-3, 2-PIN, 2x26W - = ELC-8060 WH b

G24d-3, 2-PIN, 2x26W

CE .08 © 7 P20 (- fon CE .0 © 7 P20 (- fuon




m £ C-4226 WH

G24d-3, 2-PIN, 2x26W

= £ C-2064 WH

€ mm%v% @ W IP-20 CI 77777 E500m

Eﬁﬂ[é \ \A

185x185 mm
200x200 mm

G24d-3, 2-PIN, 2x26W

e mmr}‘ﬁ @ W IP-20 G,,,,Esocm
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£
A & N
175x165 mm ] X
192x192 mm N

m £ C-4413 WH

G24d-2, 2-PIN, 2x18W

e mzx%v(\} @ W IP-20 CI****BSOCm

= £ C-4226 NM
G24d-3, 2-PIN, 2x26W

= £ C-2064 MC
G24d-3, 2-PIN, 2x26W

m E[C-4413NM

G24d-2, 2-PIN, 2x18W



DOWNLIGHT 2x26W, 2x18W, 1x13W
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@178 mm
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@205 mm

V2722,

101 mm

G24d-2, 2-PIN, 2x18W

€ |

G24g-2, 4-PIN, 1x13W

92 mm

165 mm

|~ Av

110 mm

€[S P2 (- fuor

.

G24g-2, 4-PIN, 1x13W

ZX&I% @ W IP'20 CI*****ESOCm

G24d-2, 2-PIN, 2x18W



= £ C-2270E WH
E-27, 2x26W

opcija stakla: to¢kasto/matirano

CE mzxzew @ W IP-20 CI

» £ C-4226E WH
E-27, 2x26W

= £ C-3026 WH

G24d-3, 2-PIN 2x26W

3205 mm
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£
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| S

233 mm
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@ 220x205 mm
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[——M
231x231 mm

115 mm
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S

CE mzxzsw @ W IP-20 CI

£
 JJE

3
‘ @270 mm

O\

D

Ce mzxzpsl-vfl @ W IP-20

= £ C-2270E NM
E-27, 2x26W

opcija stakla: tockasto/matirano

» B[ C-4226ENM
E-27, 2x26W

= ELC-3026 NM

G24d-3, 2-PIN 2x26W



n ELC-2240 WH
G24d-3, 2-PIN, 2x26W

n ELC-8406 WH
G24d-3, 2-PIN, 2x26W

» £ C-3026E WH

7777777777777/

v
65 mm

240x240 mm
/7

n ELC-2240 NM

€ [ © 7 r2

b

E-27 2x26W

CE .22 © W 2o

(G24d-3, 2-PIN, 2x26W

n L C-8406 SR

CE o @ 7 P20

G24d-3, 2-PIN, 2x26W

n £ C-3026E NM

E-27 2x26W



DOWNLIGHT HQI 35W, 70W, 150W
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>

@205 mm

101 mm
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233 mm

RX7S, HQI 150W - RX7S, HQl 150W

S0

@ 220x205 mm

.
aA:
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e b =
—_— — = o 231x231 mm

RX7S, HQl 150W
RX7S, HQl 150W

€ [ © 7 a0 (- fros ./ e "“*“

RX7S, HQI 150W

215x130 mm

‘ 231x146 mm

130 mm

RX7S, HQl 150W



@225 mm

@245 mm

e ngw @ W IP-40 G*’*’*'ﬂlocm

= ELC-2392 WH (B) 150W = FLC-2392 SR (B) 150W

RX7S,HQI 150W

i ' |
'I‘E'-. -

2D iy

@235 mm

= ELC-2391 WH (B) 150W = ELC-2391 SR (B) 150W

Cc W@S& S W P40 le'”imocm RX7S,HQI 150W

RX78,HQI 150W

]
NN @143 mm 2
> e -
£
| |
@155 mm
m £ C-2385/70 WH m ELC-2385/70 NM
G8,5; HCI-TC 70W G8,5; HCI-TC 70W

(€ CDN;-OTV(; @ W IP-40 le—ff!wmm
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0225

@245 mm

€ W;;SJ @ W IP-40 lewf'mcm

= ELC-2392 WH (B) 70W = ELC-2392 SR (B) 70W

\ RX7S HQlI 70W
’ \

RX7S,HQI 70W

@235 mm
= ELC-2391 WH (B) 70W € o @ P Q fom s FLC-2391 SR (B) 70W
RX7S,HQI 70W o RX7S,HQI 70W

S

Y  @143mm 2%

> i -
5
o1
@155 mm

G8,5; HCI-TC 35W G8,5; HCI-TC 35W

C€ cow 10 @ W IP-40 G——7'100cm

1




n ELC-2213 WH
RX7S,HQI 70W

[BEEFE TN

e — Y-

@140 mm

/@E[

®158 mm

m ELC-2213 NM

RX7S,HQI 7OW

n ELC-4413H WH
RX7S,HQI 70W

192x192 mm

m ELC-4413H NM

RX7S,HQI 70W



= | ED2270 COB 20W WH C5 20W 6000K
m | ED2270 COB 20W NM C5 20W 6000K

—
X 927t

180mm

@205mm

LED LIGHT

= | ED2385 13W COB WH 3000K

LED LIGHT Japan Sharp

146mm

114mm

Product Details:
Technical Specifications

B Power consumption: 20W

B |nput voltage: AC 220V/50-60Hz
B Viewing angle: 120Deg

B Housing material: Aluminium

B Color temperature: 6000K

B [uminous flux: 15600Lm
B Power factor: 0.8

Product Detalls:
Technical Specifications

m CE
B Japan Sharp COB inside
B Byears warranty
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= QA-101 WH 160W

RX7S, HQI 160W

\J

e Ww:w @ W IP-20 CI 77777 '1000m

= QA-101 SR 150W

RX7S, HQI 150W

|
285 mm

= QA-101 WH 70W = QA-101 SR 70W

RX7S, HQl 70W Ce W;;ev' S  Ip-20 lewfiwmm RX7S, HQI 70W
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Product Detalls:

Technical Specifications

Artikl Size Color Temperature Lumens | Surface
m | FD PANEL 40W 20W LED Panel Light | 300*300*16mm 3000K/4000K/6000K/RGB | 1050LM | oxidation

40W LED Panel Light | 600*600*16mm 3000K/4000K/6000K/RGB | 2100LM | oxidation

T A

s
N T
4

v
Ry




m \WS4184/IP20DW

20w T CE @ RAL) (RAL
50Hz) oy 9006 (9016

= ER/KE418/4/IP20D

ERIEIR

TERAFEE

W T8 4*18W
AxBxC (mm) | 640x605x65
IP 20
Boja Bijela
Prigudnica Elektronika Philips
Raster Double parabolic
Model W
Kg 6,1

= \WS4184/IP20DG

Ve ED

W T8 4*18W ."l.. ’!.‘“
AxBxC (mm) | 595x595x82 b i i. . ! | ; .
IP 20 ; ]
Boja Bijela “ = !”‘ I
Prigu$nica Elektronika Philips :1 . :1
Raster Double parabolic
Model (= -
Kg 4,78
Otvor za ugr. | 580x580

SR s o

m PS236/4/IP20D

W a—
@ i
@13

€ D)

= PS418/4/IP20D

W) T
50Hz) o

w T8 2*36W
AxBxC (mm) | 1220x290x70

IP 20

Boja Bijela

Prigu$nica Elektronika Philips
Raster Double parabolic
Model ‘PRO”

Kg 4.7

Otvor za ugr. | 1180x280

€ D=

W T8 4*18W
AxBxC (mm) | 640x605x65

IP 20

Boja Siva

Prigudnica Elektronika Philips
Raster Double parabolic
Model W

Kg 6,1

W T8 4*18W
AxBxC (mm) | 610x610x70

IP 20

Boja Bijela

Prigusnica Elektronika Philips
Raster Double parabolic
Model ‘PRO”

Kg 4,6

{0

= KNAUF SET

17




= TLineK128/6/IP40P

2w T C E @ RAL) ((RAL
50Hz) o5y 9006) (9016

= TLineK135/6/IP40P

2300) T C E RALY ((RAL
50Hz) oy 9006 (9016

® TLineK114/6/IPA0PG

2300) T C E RAL) (RAL
50Hz) oy 9006 (9016

® TLineK128/6/IP40PG

2300) T C E RAL) (RAL
50Hz) oy 9006 (9016

W T5 1*28W
AxBxC (mm) | 1195x100x75

IP 20

Boja Bijela

Prigusnica Elektronika Philips
Raster Double parabolic
Model T

Kg 2,5

W T5 1*35W
AxBxC (mm) | 1495x100x75

IP 20

Boja Bijela

Prigusnica Elektronika Philips
Raster Double parabolic
Model T

Kg 3,05

W T6 1*14W
AxBxC (mm) | 595x100x75

IP 20

Boja Siva

Prigusnica Elektronika Philips
Raster Double parabolic
Model T

Kg 1,38

W T5 1*28W
AxBxC (mm) | 1195x100x75

IP 20

Boja Bijela

Prigusnica Elektronika Philips
Raster Double parabolic
Model T

Kg 2,5




L508 111
L513 111
L521 111
L528 111
L535 111

T5/8W

T5/13W
T5/21W
T5/28W
T5/35W

342
578
910
1210
1630

22
22
22
22
22

44
44
44
44
44

20
20
20
20
20

ZL

LLLLLLLLL

LLLLLLLLL

~OU

360° Rotate

~OU

360° Rotate

€V @

180 mm

1800 mm

=0 O
b

= MOG114
T65*14W Philips elek. prigusnica

| 672 mm |

= MOGB121
T5*14W Philips elek. prigusnica

972 mm

@ PGS (€

@ PGS CE
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= 4311301B - WHITE IP44

=687 mm T5/13W

® 4311301B - SILVER IP44

=687 mm T5/13W

<
)

|

90 mm

&

L508 432 T5/8W

L513 432 T5/13W
L521 432 T5/21W
L528 432 T5/28W

L B
350 30
578 30
910 30
1210 | 30

IP
20
20
20
20

€V @

& (€@ W

180 mm

1800 mm




L815 001 15W T8/15W | 520
L818 001 18W T8/18W | 670
L836 001 36W T8/36W | 1280

356 | 65 | 20

35 | 65 | 20

35 | 65 | 20 €V @ P W\ ( \

=0 QO

= | 818 601 SY1 x 18W
= 818611 SY2x 18W

* | 836 601 SY1 x 36W
" | 836611 SY2 x 36W

* | 858 601 SY1 x 58W
* | 858611 SY2 x 58W

Product Detalls:

Technical Specifications

Model L B H
L 818 601 SY1 x 18W 662 81 93
L 818 611 SY2 x 18W 662 130 93
L 836 601 SY1 x 36W 1270 81 93
L 836 611 SY2 x 36W 1270 130 93
L 858 601 SY1 x 58W 1662 81 93
L 858 611 SY2 x 58W 1662 130 93
ELECTRONIC BALLAST

e

| L | B

I T

CRVACE N RAVAY
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= | SNTS3API TS 4W LED T5 6500K

CONNECTIBLE 309*22*29mm

» LSNTS56API T6 7W LED T5 6500K

Product Detalils:
Technical Specifications

CONNECTIBLE 572*22*29mm

* LSNTS9API TS 10W LED T5 6500K

CONNECTIBLE 870*22"29mm

* LSNTS2API TS 14W LED TS 6500K

CONNECTIBLE 1162*22*29mm

G
L N

Model LSNT&E3API LSNT56API LSNT59API LSNT&52API
Power AW W T0W 14W
LED chip SMD3528 SMD3528 SMD3528 SMD3528
LED quantity 42PCS 81PCS 126PCS 168PCS
Color temperature 3200/4500/6500K 3200/4500/6500K 3200/4500/6500K 3200/4500/6500K
Luminous Efficiency |  70~90Im/W 70~90Im/W 70~90Im/W 70~90Im/W
Luminous flux >300Im >500im >700Im >1000Im
Oom Om Oom Oom
0.5m 162 LUX 0.5m 283 LUX 0.5m 404 LUX  0.5m 565 LUX
1.0m 57 LUX 1.0m 99 LUX 1.0m 142 LUX 1.0m 199 LUX
llumination graph 1.5m 35LUX 1.5m 62 LUX 1.5m 88 LUX 1.5m 123 LUX
2.0m 19 LUX 2.0m 34 LUX 2.0m 49 LUX 2.0m 68 LUX
2.5m 13 LUX 2.5m 23 LUX 2.5m 33 LUX 2.5m 46 LUX
Size L 309*W22*H29mm L572*W22*H29mm L 870"W22*H29mm L 1162*W22*H29mm




= TF13101-600 = TF13101-900 = TF13101-1200

Pir led sensor cabinet light #

Product Detalls: ,

Technical Specifications \

Hand Scan

Artikl Vrsta paljenja W/m \% K CRI Dimenzije

TF13101 600mm 9W pokret rukom OW/670Im DC12V | 500K | >80Ra | 600*40*9,6mm
TF13101 900mm 12W pokret rukom 12W/890Im | DC12V | 500K | >80Ra | 900*40*9,5mm
TF13101 1200mm 15W | pokret rukom 15W/1180Im | DC12V | 6500K | >80Ra | 1200*40*9,5mm

Product Details:
Technical Specifications

LED Brand: Lumenmax SMD 3014
Input Voltage: 12V DC

Luminous Flux: 90LM/W (white)
Operating Temperature: -20~50°C
Operating Humidity: 0~95%

IP Rating: P44

Electrical Specifications

= |nput Voltage: 12V DC

m Operating Current; 300mA

m Power Consumption: 9,12,16,4,5,7,9,10
watts

Intended Use
m  Cabinet, drawer, kitchen, book shelf
and so on

Control Mode
B PIR sensor, Induction distance: 30-
60mm

B Two induction types: By hand scan & by
door touch.

IR - —___-j

* TF13102-560 * TF13102-760
= [F13102-860 " TF13102-1160

Pir led sensor cabinet light

————-ldhtb_-‘_‘

Artikl Vrsta paljenja W/Im V K CRI Dimenzije
TF13102 560mm 5W dodir vratima 5W/380Im DC12V | 6500K | >80Ra | 560*40*9,6mm “
TF13102 760mm 7W dodir vratima 7W/500Im DC12V | 6500K | >80Ra | 760*40*9,5mm

TF13102 860mm 8W dodir vratima 8W/600Im DC12V | 6500K | >80Ra | 860*40*9,6mm
TF13102 1160mm 10W | dodir vratima 10W/760im | DC12V | 6500K | >80Ra | 1160*40*9,5mm

Door Touch

23



» LED NAPAJANJE GSPV-15W-12V
za artikle TF13101/TF13102

—— e I "'-Z"‘“-\-.__\_\_\_\_ }
od BN
w:}?\_ftn‘hﬁ

sensor switch —

Sensor
switch

"2
T———r————7T17

> \ <F=

24

Product Details:
Technical Specifications

Artikl

Dimenzije

LED NAPAJANJE GSPV-15W-12V

15W

DC12v

12273818




Opruga za kutiju IB11

= WA460/1/NM 6W 1h

260mm x 100mm x 48mm

FGR WA460 SELF-ADHESIVE EXIT LEGEND

84mm 60mm 100mm 84mm

wwool

wwszlL

0 D
g' {— 'R C€E = WA4B0/LED
10LED WHITE 1h / 230V 60Hz / IP42

(R TR I A R KRR |

Product Details:
Technical Specifications

m Self-adhesive Exit legend-
Pictogram

B Test switch

B Dimesions:
260mmx100mmmx48mm

E

= EE 101603M

T5/6W G5 220-240V~50Hz

— .
—_—| d Product Details:
| Technical Specifications
e~

290 148 ® Mode of operation: Maintaned

® Duration: 3h
B Battery: Ni-CD SC2000mAh 4.8V

® Lumen; 220Lm
70Lm

175

mm? 14

» BT

Kutija za ugradnju E10803N

25



PANIK RASVJETA

o
. o
L]
UNO1, UNO2

» UXo1 » UX02

\ f 346 ‘
\ 9

3G

I 340 |

Technical Specifications

Code Rated voltage | Mode of operation | Duration Battery Power Lumen | NW(g) @ C E
UX-340 | 220-240V~ Maintained 3h Ni-CD AAB00 3.6V | 3.5W 19Lm 655




Product Details:
Technical Specifications

Model MGL-AD Product Details:
Dimanje Trajni spoj 1-100% Technical Specifications
Baterija Ni-Mh HT aa 3,6V 1,3Ah

B Ugradna panik svjetilika u LED izvedbi

Autoromia ho = Ugradhia u kutiju tipa 503E
ODC‘Ue‘ . el eroEvin Sl m Kompatibilna sa serijskim poklopcima
= MAGICA LED MGL-AD Eur‘qeme bateriie 12hE B Maksimalni preporuceni presjek vodi¢a
2*1W 230V 50Hz IP40 utija 503 1,5mm2
=— e

Y e
— r]

L
./

Plate HC3M3528  Matching Frame Any Brand Supporters
= HERMIT CRAB
Night light Emergency light

@ C€ ) . .

Product Details:
Technical Specifications

Code Rated voltage | Power LED Mode of operation | Duration Battery NW(g)
HC3M3528 | 220-240V~ 50Hz | 0.6W | SMD3528 Maintained 3h Ni-Mh 80mAh 3.6V | 52

= O-CK1 panik modul sa konverterom 1x58W

27



» ELC-2270 2x26W 2.5 WH

= ELC-2270 2x26W 2.5 NM

G24d3 2x26W 2,5n

101 mm

AN

233 mm

@ 205 mm

101 mm

AN

233 mm

@ 205 mm

125

[AEN)

11

G24d3 2x26W 2,5h
= SMART LED =
-
Product Details:
Technical Specifications
Code Rated voltage | Mode of operation Battery Power | NW(g)
Ni-CD 1200mAh
EKLOQO1 | 220-240V~ 9|6\/ Max. OW | 440
Ni-CD 3500mAh
EKLO903 | 220-240V~ Max. 9W | 1040
9.6V
NN PN 2
|_ 12V DC LED —/,\— —/’\— —/’\—
\ )
— LED EMERGENCY KIT BATTERY Ni-CD — ‘
SWITCH " |

220-240V~.

28

~

AO¥Z-02Z HOLIMS

8

N

EKL0901 te7 ERTEC

LED EMERGENCY KIT
(LED Driver + LED Invertor)

INPUT: 220-240V~
OUTPUT: 12V DC

Eg\?l:E:R? Max. OW c € K

D e (€




e

= [ED3202 14W P44 4000K

LED LIGHT Epistar SMD5630

= [ ED3203 18W IP44 4000K

LED LIGHT Epistar SMD5630

Product Details:
Technical Specifications

CE

770m

IP Rating: IP44

Ra 82

Kut 120°

3 godine garancije

Product Detalls:
Technical Specifications

CE

1100Im

IP Rating: IP44

Ra 82

Kut 120°

3 godine garancije

50 mm

@185 mm
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= 8174 OP SAT
= 8173 OP SAT

LED 15W, @300mm, h=110mm, R=190mm
LED 15W, @250mm, h=107mm, R=190mm

R
R D —

= S

= 7640 OP SAT

LED 15W, @250mm, h=120mm, R=190mm

R

 S— » [ED ARMATURA 15W

e

1000 Im, 4000 K, AC 230V




= 3500 OP SAT = 8501 OP SAT
E27, 2x60W, @370mm, h=103mm, R=235mm E27, 3x60W, @450mm, h=110mm, R=300mm
R R
—> —>

» 8173 OP SAT

E27, 60W, @250mm, h=92mm, R=175,5mm

R
+—>

e

= 8174 OP SAT

E27, 60W, @300mm, h=95mm, R=175,5mm

R
+—>

e

§

4

=

= 8182 OP SAT

E27, 2x60W, @300mm, h=95mm, R=235mm

R
+—>

e
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= /765 OP SAT = /766 OP SAT = /767 OP SAT

E-27, 60W, @280mm, h=122mm E-27, 2x60W, @320mm, h=125mm E-27, 3x60W, @420mm, h=155mm

IP44 IP44 IP44

S —— e

» 7765 PERGAMENT » 7766 PERGAMENT
E-27, 60W, @280mm, h=122mm E-27, 2x60W, @320mm, h=125mm
IP44 IP44

R e

/ “ #
\ . "
= 7955 OPAL KL = 7956 OPAL KL
E-27, 60W, @320mm, h=105mm E-27, 2x60W, @380mm, h=110mm

P44 P44

S e

32
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= /639 OP SAT = /639 OP SAT
E27, 60W, @215mm, h=105mm, R=175,5mm E27, B0W, @215mm, h=105mm, R=175,5mm
R R
—> +—>

S R

= 76471 OP SAT = 7514 OP SAT

E27, 60W, @300mm, h=105mm, R=175,6mm E27, 60W, @375mm, h=120mm, R=175,6mm

R R
+—> +-—>




= 5021 OPAL = 5922 OPAL = 5864 OPAL

E27, 60W, @200mm, h=96mm, R=136mm E27, 60W, @250mm, h=102mm, R=136mm E27, 2x60W, @300mm, h=115mm, R=192mm

R
—>

— . —

= 7621 OPAL = 7622 OPAL
E27, 60W, @210mm, h=100mm, R=175,5mm E27, 60W, @250mm, h=107mm, R=175,5mm
R R
—> —>

__J __J

= 7744 OPAL = 7744 OPAL SAT " 7744°S

E27, 60W, @270mm, h=110mm, R=175,5mm E27, 60W, @270mm, h=110mm, R=175,5mm E27, 60W, @270mm, h=110mm, R=175,5mm

R R R
+—> —> +—>

__J __J __J
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= 6307 KL = 6329 KL

@100mm, h=179mm, N=84,5mm @135mm, h=243mm, N=123,5mm

® ®

» 6303 OPAL » 6303 KL » 6303 S

@150mm, h=152mm, N=84,5mm @150mm, h=152mm, N=84,5mm @150mm, h=152mm, N=84,5mm




= 7454 OPAL = 7454 S = 7178 OPAL
@173mm, h=128mm, N=84,5mm @173mm, h=128mm, N=84,5mm @128mm, h=142mm, N=84,5mm
N N N

(U

= 8271 OPAL

@130mm, h=200mm, N=80mm

* ARMATURA BAKELIT KOSA

\: £

» ARMATURA BAKELIT RAVNA
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INDUKTIVNA RASVJETA

Unlike HID lamps, MAT induction lamps do not require a heated electrode to

heat up the electrons of the noble gas. We are electrodeless & use induction
technology as the driving force. Therefore, amost all energy is converted to

light instead of heat. So a smaller wattage of induction lamp produces the same
prightness as its HID counterparts in higher wattage. The power factor of ballast is
up to 0.99. Also, lower heat generation means lower air-conditioning costs.

- 40%
- 30%

J
\
J

\. J \. J \. J

150W 2§OW ) 250W Under the same brightness,

MAT Induction Lamp High Pressure Sodium Metal Halide Lamp reduce electricity costs by up to
70%, 40% and 30% when
compared to incandescent

light bulb, HID lamp & fluorescent
lamp respectively.
1. Long life performance: Up to 60.000 hours. No electrode or filament will be damaged. Therefore,

no maintenance cost & minimizes re-lamping costs.

2. Superior energy saving: Under the same brightness, reduce electricity costs by up to 70%, 40% and
30% when compared to incandescent light bulb, HID lamp & fluorescent lamp
respectively.

3. Low heat generating: Operating temperature around 80°C. Reduce air-conditioning costs.

4. High lighting efficacy: Traditional efficacy: 80-90 Lm/W; Photopic efficacy: 150 pupil lumen/W

5. High color rendering index (CRI): Ra = 80

6. Various choices of color temperature: 2700K, 3500K, 6500K

7. Low lumen depreciation rate: =< 5% at 2000 hours, 30% at 60000 hours

8. High power factor ballast: A >0.98

9. Instant on/off & re-strike: No waiting time to start & re-strike.

10. No flicker: High frequency operation (210kHz) creates a comfortable light source for

users to reduce eye strain & stress, no glare
11. Wide voltage range: With input voltage fluctuates up tp £ 10%, output wattage devilates within 3%
12. Excellent temperature tolerance: Reliable ignition even at -40°C.

13. Low Total Harmonic Distortion (THD):  <7%, certified by International Class C standard

14. Optional dimmable ballast: Dimmable from 30%-100%
15. Enviromental friendly: Amalgam (solid state of mercury) content < 0.25 mg
16. Electromagnetic compatibility: Meets all international standards including FCC, CE, UL & CCC
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INDUKTIVNA RASVJETA

CE PG5

= MAT-FO1Q€

N - D FLOOD LAMP ¢

410 mm
£
T S
= B
= T 8
o
)
145 mm 345 mm

N INDUCTION LAMP 5

= MAT-FO1Q¢

- W FLOOD LAMP 80V

V INDUCTION LAMP 3¢

Light Source:

Specifications:

Optional:

Installation:

ISQU Q)

1) Die cast aluminium housing finished black

2) Hinged diffuser cover for ease access to lamp and control gear

3) Stainless steel external fasteners

4) Mechanical clamps to ensure IP integrity

5) 4mm toughened tempered diffuser

6) UV anti-ageing silicon gasket

7) Reflectors made of high purity aluminum with up to 80% reflectance
8) Angle adjustable mounting bracket

Nano-Grade reflector with up to 94% of direct and diffuse reflectance

Supplied with a mounting bracket for anchor fixing

CE 1P65

= MAT-FO2Q150W

V - D FLOOD LA

560 mm 235 mm
| | —
L — N ™
IS
1S
5 mE
q
H H
7 L
MP 150W INDUCTION LAMP £

= MAT-FO2Q150W - W FLOOD LAMP 150W INDUCTION LAMP 3500

Light Source:

Specifications:

Optional:

Installation:

ISQU Q)

1) Die cast aluminium housing finished black

2) Hinged diffuser cover for ease access to lamp and control gear

3) Stainless steel external fasteners

4) Mechanical clamps to ensure IP integrity

5) 4mm toughened tempered diffuser

6) UV anti-ageing silicon gasket

7) Reflectors made of high purity aluminum with up to 80% reflectance
8) Angle adjustable mounting bracket

Nano-Grade reflector with up to 94% of direct and diffuse reflectance

Supplied with @ mounting bracket for anchor fixing




n
A

@520 mm

Light Source: 1360 (R)

Die cast aluminium ballast housing finished light grey
Hinged diffuser cover for ease access to lamp and control gear

1)

= MAT-HOSNMR150W - D HIGH BAY150W 2)
INDUCTION LAMP 5000K 220V i; Mechanical clamps to ensure IP integrity

5)

6)

Specifications: 4mm tgughgned‘ .tempered diffuser
= MAT-HOBNMR150W - W HIGH BAY150W UV anti-ageing silicon gasket
INDUCTION LAMP 3500K 220V

Reflectors made of high purity aluminum with up to 80% reflectance

Nano-Grade reflector with up to 94% of direct and diffuse reflectance

tional: . .
i Sand Blasted reflector reduces glare and increase 15% luminance

C € |P54 Installation: Ceiling mount, suitable for M10 threaded rod hanging

. R10-880 mm, R11-720mm %—/—TN
: = .

@
N

= MAT-R11Q80W - W ROAD TYPE 80W
INDUCTION LAMP 3500K 220V

= MAT-R10Q150W - D ROAD TYPE 150W
INDUCTION LAMP 5000K 220V

Light Source: ISQU Q)

1) Die cast aluminium ballast housing finished light grey
2) Hinged diffuser cover for ease access to lamp and control gear
L 3) Diffuser made of 4mm toughened safety glass
Specifications: 4) UV anti-ageing silicon gasket
5) Reflectors made of high purity aluminum and polished
6) IP rating of spigot compartment is preserved

C E |P6 5 Optional: Nanoflex reflector of high direct and diffuse reflectance up to 94%

Spigot entry suitable for @ 60 mm bracket pipe. Luminaries secured

instaliation: to the spigot by means of two stainless steel fasteners

Hal Hal
= [H 2004 BK 70W W 70w * TH 2004 SR 70W W 7ow
Hal Hal
= [H 2004 BK 150W W 150W « TH 2004 SR 150W W 150W

350x230mm 350x230mm

@ (€ P54 D (€ P54
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= PD-PIR500H 500W WHITE | BLACK

Infrared sensor lamp

iy

180° 7/ 140°
) Direction angle
Product Details:
Technical Specifications

| 210mm | 170mm

I

230mm

IP44

' Product Details:
Technical Specifications

= PD-PIR150C 150W WHITE | BLACK

Infrared sensor lamp

= P44 |

180mm

180° / 120°
Direction angle

40




= SD-FOO1-10DW

10W LED Flood light

= SD-FOO1-20DW

20W LED Flood light

= SD-FOO1PIR-10DW

10W LED Flood light

m SD-FOOTPIR-30DW

30W LED Flood light

Product Detalls:
Technical Specifications

Product Detalls:

Technical Specifications

Artikl SD-FO01-10DW
Lumen 80-90Im/W

LED COB, Epistar chip
Material aluminum+Glass
CCT 4000K

Beam angle | 120°

Volt 85-256V
Frequency | 50-60Hz

Size 113x85x80mm

Product Details:
Technical Specifications

I

L)
|
WL

I

L0
|
WL

= SD-FOO1-50DW

Artikl SD-FOO1PIR
Lumen 80-90Im/ W

LED COB, Epistar chip
Material aluminum+Glass
CCT 4000K

Beam angle | 120°

Volt 85-265V
Frequency |50-60Hz

Model | 20DW | 30DW | 50DW
L (mm) 180 223 286
W(mm) 140 183 232
H (mm) 95 112 125
Artikl SD-FOO1
Lumen 80-90Im/W
LED COB, Epistar chip
Material aluminum+Glass
CCT 4000K
Beam angle | 120°
Volt 85-265V
Frequency |50-60Hz
= SD-FOO1-30DW
30W LED Flood light
= SD-FOO1PIR-20DW
20W LED Flood light
B SD-FOO1TPIR-50DW
50W LED Flood light
Dimensions:
Model 10DW | 20DW | 30DW | 50DW
L(mm) | 113 180 223 286
W(mm) | 155 200 240 265
H(mm) | 80 95 112 125

B50W LED Flood light




LED REFLEKTORI

= SD-FOO1RGB-10IR = SD-FOOTRGB-20IR
T0W RGB LED Flood light 20W RGB LED Flood light
%

|
|

=
O Product Detalils:
Technical Specifications

Artikl SD-FOO1PIR
Dimensions: Lumen 80-90Im/W
LED COB, Epistar chip
Model 10DW | 20DW Material aluminum+Glass
L (mm) 113 180 Beam angle | 120°
W(mm) 85 140 Volt 85-265V
H (mm) 80 95 Frequency | 50-60Hz

= LED-FL 10W 4000K = L ED-FL 20W 4000K

IP65 1400Im 120°

IP65 650Im 120°

Dimensions:

Model LED-FL 10W LED-FL 20W
‘ L (mm) 115 180
Product Details: W(mm) 85 140
Technical Specifications H (mm) 82 98
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= SD-FO06-10CW

10W LED Flood light

= SD-FO06-30CW

Product Detalls:
Technical Specifications

30W LED Flood light

= SD-FO06-50CW

50W LED Flood light

Artikl SD-FO06

Lumen 80-90Im/W

LED COB, Epistar chip
CCT B6000K IP:65
Material aluminum+Glass
Beam angle | 120°

Volt 85-265V
Frequency | 50-60Hz

* SD-FOOBLUXPIR-10CW

10W LUXPIR LED Flood light

* SD-FOOBLUXPIR-30CW

30W LUXPIR LED Flood light

Dimensions:
Artikl 10CW 30CW
L (mm) 160 250
W(mm) 50 90
H (mm) 180 205

= EP-10 FLOOD LIGHT 6500K

10W P65 750Im 110° LED FLOODLIGHT

m EP-30 FLOOD LIGHT 6500K

30W IP65 2100Im 110° LED FLOODLIGHT

Product Detalls:
Technical Specifications

Dimensions:

Artkl [ 10CW |30CW |50CW
L(mm) | 160 | 250 | 232
Wmm) | 50 | 90 | 125
H(mm) | 180 | 295 | 286
o
(o)

Product Detalils:
Technical Specifications

Artikl SD-FO06

Lumen 80-90Im/W

LED COB, Epistar chip
CCT 6000K IP:65
Material aluminum+Glass
Beam angle | 120°

Volt 110V/220V

.
R

[V
SUTAO
Q‘ HI7AOCN

’i‘%‘"”/"

,,,,,,

%
B

iy
1177
WS

%%
ﬁgi
S

%
ool

~ =

Al

IFSS =N
N
NSNS

TS
LTI
QTS

oA

Model | Power Volt Frequency | Luminous Flux | | P | Beam Angle
EP-10 | 10W | 220-240V | 50-60Hz 750Lm 65 | 100-120°
Type Size | 30W | 220-240V | 50-60Hz 2100Lm 65 | 100-120°




» | ED Street light UNIPRWF-0002 48x1W
LED 5500-6500K

AC100-240V50-60Hz;130x60, IP65

= | ED Food light UNIPRWF-0001
36x1W LED / RGB / 60

AC100-240V,50-60Hz;IP65

i

- - |
)
4 eee e -

== = |
-

= UNIFICE-002

Controller for Color Changing RGB

44

| 320 |

Product Detalils:
Technical Specifications

B Projection distance 15-
20m

m AC100-240V

® 50-60Hz

B Beam angle 130°x60°
]

]

Silver grey aluminium

Product Detalls:
Technical Specifications

B Projection distance 15-
20m

B AC100-240V

m 50-60Hz

B Beam angle 60°

m Silver grey aluminium
m P65

Application for Architecture

Product Details:
Technical Specifications

® Simple controller for
changing color

B Can controll up to 170pcs
wall washers




Phase-out Schedule

For incandescent lamps under Commission Registration(EC) No.244/2009

Starting September 2009 2010 2011 2012 2013 2014 2015 2016
15W 15W 15W

w Ban on all clear incandescent lamps
? i  E
i 3 -

Clear Incandescent lamps

19 September 2009 * Replace fr.ogted lamps with energy saving lamps of
energy efficiency Class A
1%tSeptember 2013 * More ambitious functionality requirements
- » Raise minimum energy rating to B class for Clear lamps
1+ September 2016 (phasing out C-class halogen lamps)
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= MICRO HALF SPIRAL T2

vspymala
Energy B
» L A
B
¢
D
INE)
S
[ )3
G
GRLO w \% Color (K) L(mm) D(mm)
E-27 |15W | 220240V | 2700 | 102 | 45
= MICRO HALF SPIRAL T2 E-27 |15W | 220-240V | 4200K | 102 | 45
VEpyELoL F—D—
GRLO w Vv Color (K) L(mm) D(mm) E _
E-27 |20W | 220-240v | 2700K | 106 | 55 B ﬂ
E-27 |20W | 220-240V | 4200 | 106 | 55 -
L c L
E-27 |25W | 220240V | 2700 | 115 | 55 D
E-27 |25W | 220-240V | 4200 | 115 | 55 ey
S
[ L
1/
20%  100%
— D —] VEPYELD ja
B nerg{,“
» 4
B
L c

&
|

» MICRO FULL SPIRAL T2 11W

VEPYELOL Ia
GRLO w \% Color (K) L(mm) D(mm) En e rg y
E-14 | 7W | 220-240V | 2700K | 95 32 ﬂ
E-14 | 7W | 220-240V | 4200K | 95 32

[

20% 100%

46

20%

100%

GRLO w Vv Color (K) L(mm) D(mm)
E-14 | 11W | 220-240V | 2700K 90 40
E-14 | 11W | 220-240V | 4200K 90 40

—D—
L

MICRO FULL SPIRAL 7CFL-FS/T2




20%

100%

VEPYELQL ja
Energ} B

—D—

oY

GRLO W \' Color (K) L(mm) D(mm)
E-27 |20W | 220-240V | 2700K | 146 100
E-27 | 20W | 220-240V | 4200K | 146 100

[/

20% 100%

* MICRO FULL SPIRAL 9CFL-FS/T2 G9

= MINI'T3 4U

-

GRLO w \% Color (K) L(mm) D(mm)
D
E-27 |15W | 220240V | 2700K | 116 | 48 —b—
E-27 |15W | 220240V | 4200 | 116 | 48
E-27 |15W | 220240V | 6400K | 116 | 48
E-27 |20w | 220-240v | 2700k | 137 | 48
E-27 |20w | 220-240v | 4200k | 137 | 48
E-27 |20w | 220-240v | 6400k | 137 | 48
E-27 |25W | 220240V | 2700K | 150 | 48
E-27 |25W | 220240V | 4200k | 150 | 48
E-27 |25W | 220240V | 6400K | 150 | 48
VEPYELDL ja
EnergijEl
T A Q
B
. Cc
L D
INE
D
G
GRLO W \ Color (K) L(mm) D(mm)
G9 | 9w | 220240V | 2700k | 92 | 32
G9 | 9w | 220240V | 4200 | 92 | 32
'VEp"{EL(X,ig
EnergjEl
» Q
B
L c
D
S
S
[
——D—H

= MICRO FULL SPIRAL G 100 20CFL T4
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= GXO311i 11W CFL-AR111 GX53 4000K

= GUT0 9W = GX03111 11W CFL-AR111 GX53 6500K
GRLO w \% Color (K) | L(mm) | D(mm)
GU10 OW | 220-240V | 4000K 72 49 SpeCiﬂcaﬂOﬂ:
GU10 OW | 220-240V | 6400K 72 49

Input: AC 220 -240V

Wattage: 11W

Lamp Base: GX53

Length: 55mm

Weight: 1259

Diameter: 111mm

Min. Lumen Intensity: 400 cd

Beam Angle: 45°

Operating Temperature: 10 °C ~ +60 °C
Color Temperature: Coolwhite (4000K), Daylight (6500K)
LLamp Life: 15000Hrs

Standard Pack: 30 (5)

= CFLGU10-ES111-B

BR1506 / GRIHE BRI G

Luminous Intensity in cd

i} Lux
1 —— BRS0S GXONN
Features: s —— BRISH G,
B 8000 hours life 1 *? {W wr
80% energy saving 15 181 ins

Excellent color rendering excellent distribution

u
B Ten times the lamp life of standard incandescent lamp ' f "_\ -
| 2 1

]

Universal burning position m) po /\ -
Applications: 0s } {
B |deally suitable for accent, task and decorative lighting 1 ] 2] =
in offices, shops, hotels; specffic task lighting. | g™
! ! P peci ighting 15 ‘N)&....E..m A B o B evlaiF|
W a0 | ETE
2L / 168 ot e
Type GU10-EST11-A
Base GuU10 .ﬂﬂ
Compartson with squivalent lamp type gotoiit Vet
Watts (W) 20
BRI
Voltage (v) 120/230 BRISTN Hatigen 2111
Lumens Im 700 ? . ?
H (mm) 70
D (mm) 111
GHEME
Color option K | 2700K,4000K,6400K SAE Haloges Q111
= <=

48




oy q’u LAMP BASE DIAGONAL (mm)
. & G24q3 ‘ 1

LENGHT (mm)

158

WEIGHT (g)

50

= T4G24Q326

» PLC 26W G24 D3 6400K = PLC 26W G24 D3 2700K
» PLC 26W G24 D3 4000K = PLC 26W G24 Q3 4000K

= G23 PL 11W, 13W

J T’_

= PLC 18W G24 D3 6400K

\ Lamp Base
2-pin

= G23 PL 9W
NLO10.2
LED
Length (mm) Width (mm) Height (mm)
58 76

\
VU o

] NLOT 02 Light Colour: Flame Light

16
50,000 Weight
hours 244

m

vepyeLa ja
Energ}

[a
B
e

D
D
4
4

ROHS

#_-*

oHS



LED ZARULJE

220-240V, 4W, E27, 3000K, 400Im

220-240V, 6W, E27, 3000K, 600Im

S0
A7
=

i

220-240V, 4W, E14, 3000K, 330Im

220-240V, 4W, E14, 3000K, 330Im

220-240V, W, E27, 2700K, 350Im

220-240V, W, E27, 4200K, 350Im

I |

220-240V, 10W, E27, 3000K, 806Im

\

220-240V, 10W, E27, 4200K, 806Im

220-240V, W, E27, 2700K, 600Im

220-240V, 7W, E27, 4200K, 600Im



WIS
LN
| FD-S5-C37

* | ED-S11 ABO

220-240V 2.5W E14 4000K-200Im

Product Details:
Technical Specifications

Description LED-S5-C37
\oltage (V) 220-240V
Wattage (W) 2,6W

Life 25000h
Colour Temperature (CRI) | 4000K
Luminous Intensity 200Im

» [ ED-S1-AB0 E27-ALU
220-240V 10W E27 4000K 806Im

220-240V 12W E27 3000K 1050Im

220-240V 12W E27 4000K 1050Im

Product Details:
Technical Specifications

Product Details:
Technical Specifications

220-240V 10W E27 220° Dimmable 810Im, 3000K

Description LED-S11 AGO
Voltage (V) 220-240V
Wattage (W) 10W

Life 25000h
Colour Temperature (CRI) | 3000K
Luminous Intensity 810Im

» | ED-520 G95

220-240V 11W E27, 100Im, 3000K

W

* | ED-S5-A60

220-240V 5.5W E27 4000K-400m

Product Detalils:
Technical Specifications

Description LED-S5-A60
Voltage (V) 220-240V
Wattage (W) 5,56W

Life 25000h
Colour Temperature (CRI) | 4000K
Luminous Intensity 400im

95 mm

128 mm

LED-S1 A60 | LED-S1 A60 | LED-S1 ABO
Description 220-240V 220-240V | 220-240V
of goods 12W E27 12W E27 12W E27
806Im 1050Im 1050Im
Lenght (mm) 106 106 106
Diameter (mm) 60 60 60
CAP E27 E27 E27
BASE Material Aluminium | Aluminium Aluminium
Color Rendering | 80 80 80
(RA)
Color TEMP. 4000K 3000K 4000K
Lumen (Lm) 800 1060 1050
Life Time (h) 25000 25000 25000

* | ED-51-C37 E14-ALU

220-240V 6.5\ E14 3000K 380Im

220-240V 5.5W E14 4000K 400Im

Product Detalils:
Technical Specifications

5.5W E14 400im [5.5W E14 400Im
Lenght (mm) 99 99
Diameter (mm) | 37 37
CAP E14 E14
BASE Material Aluminium Aluminium
Color Rendering | 80 80
(RA)
Color TEMP. 3000K 4000K
Lumen (Lm) 380 400
Life Time (h) 25000 25000
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= Cameta DIMMABLE 1led 5W GU10

WARM WHITE WW 220-240V AC 38°~2800K
WARM WHITE NW 220-240V AC 38°~4000K
WARM WHITE CW 220-240V AC 38°~6500K

-105 -120 -135 -150 150135 120 105

= 5\W GU10 Cameta

220-240V AC WW 2800K
220-240V AC NW 4000K
220-240V AC CW 6500K

-105 -120 -135 -150 150135 120 105

-90

-75

-60

-45

SO
AR

O

90

75

60

45

LS

-30 -15 0 15 30

Product Detalls:
Tehnical Specifications

Performance Parameters:

POWER: 5W/

LUMEN: 280LM (WW)
ANGLE: 38°
DIMMABLE: YES
AVAILBLE CCT: 2700K,

4000K, 6500K

HIGH CRI(>95): ONLY 3000K

Advantage:

1. High lumen output, replace 35W halogen directly.
2. With CAMETA lens, anti-glare, comfortable light

performance.

3. Dimmable, comply with most dimmers in the market,

smooth dimmable effect.

Ce AN/ |0

52

Product Name KL-MR-071 KL-MR-071 KL-MR-071
Cap Base GU10 GU10 GuU10
Voltage(V) 110/230 110/230 110/230
Wattage(W) 5 5 5
Power Factor 0.95 0.95 0.95
Lifetime (hrs) 40000 40000 40000
Beam Angle(°) 38 38 38
Color Temp wWw NW cw
CRI 80 83 85
Luminoud Flux(Im) 250 275 280
Maximum Intensity(cd) 673 741 758
Dimmable No No No
BEAM ANGLE 38 DEG WW
Distance (m) Avg./Max. E (lux) Diameter (m)

1 480/673 0.56

2 120/168 1.12

3 53/75 1.68

4 30/42 2.24

5 19/27 2.80

o0

C€ &BHS




LED ZARULJE

= 3.5W GU10 Cameta

WW 220-240V AC 24°~2800K

NW 220-240V AC 24°~4000K

CW 220-240V AC 24°~6500K

Advantage:

® Closed to the standard size, compatible with more
fixture

B Cameta design: Anti glare, highly simulate the
traditional lighting effect

B Sharp LED, the color temperature is more stable
B High efficancy up to 60im/W in 3000K

Product Detalls:

Technical Specifications o~
iy come
- 3 [O] [RoHS

KL code Voltage Wattage | lumen | CCT CRI 2:;2 Lifetime c E @ ﬁg |:| |Rq_ s

H 2013-01 120-240V 35W 216 ww 82 24° 40000h

S
H2013-01 | 120240V | 35W 237 NW 80 24° 40000h K
H2013-01 | 120240V | 35W 261 cw 80 24° 40000h C

I

89
9

Product Details: i

Tehnical Specifications

Product Name 5W GU10 5W GU10 5W GU10
Voltage(V) 240V 240V 240V
Beam Angle(°) 40° 40° 40°
Colour Temp. 6500K 4000K 2800K

= | ED5SW GU10 CRI 75 82 82
Luminoud Flux(Im) 270 250 250

GU10 240V 2800K WW
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LED ZARULJE

p—
-
‘\!l[g“ﬂ“ “
-
My
T ) T n
. ©
.
vt = 1LED-S11 5.5W GU10 DIMMABLE
Ll W LED \j\ “‘J/ (JU “\,) 10
GU10 3000K
GU10 6000K CW GU10 4000K
GU10 4000K NW GU10 6500K
Product Detalls:
Tehnical Specifications Product Detalls:
Tehnical Specifications
Product Name 1LED 3W GU10 1LED 3W GU10
Voltage(V) 240V 240V Product Name 1LED-S11 5.5W GU10 | 1LED-S11 5.,5W GU10| 1LED-S11 5.5W GU10
Beam Angle(%) 45° 45° Voltage(V) 220-240V 220-240V 220-240V
Colour Temp. B6000K 4000K Beam Angle(®) 38° 38° 38°
CRI 75 82 Colour Temp. 3000K 4000K 6500K
Luminoud Flux(im) 150 145 Luminoud Flux(Im) 350 350 350
Maximum Intensity(cd) 619 598




LED ZARULJE

LR0407-35H35D — LR1107s-35H35D —
80° e 80° 80° 80°
<150 150
60° 60° 600 60°
30, 300
400 450 400 400 450 40°
0 0
35° 20° [ 20° g 85" 20° [ 20°
= a
'
m | Lux [L\ gom m | Lux A Gom
= LED PAR16 2o | 200 // g \\ . = LED PAR16 s | 200 // \\ }
600 I 63 1 | 600 i 63
LROA07-35H35D ’ 74\ HAT1075-85H35D w| /0 \ e
15| 267 ' 9% 15 H
2 [ 150 / E \ 126 2 [ 150 / H \ 126

Beam angle = 35°

Product Detalls:
Tehnical Specifications

MEGAMAN® LED PAR16
LR0407-35H35D HALOGEN PAR16
Description LED PAR16 LED PAR16 LR1107s-35H35D
Model No. LR0407-35H35D LR1107s-35H35D _— —
% @ TCH
Voltage (V) 220-240 220-240 /4
a ]
Wattage (W) 7 7 ¥ ] Technology
Lamp Base GuU10 GuU10 W w 3B5W
Lamp Life (hrs) 25000 25000 25,000 hrs ® 2,000 hrs
Max. Luminous Intensity (cd) 600 600 %0°C Te 300°C
. COy* 350 kg
Beam Angle ( °) 35 35
cd 600 cd
Operating Temperature (°C) -30 to +40 -30 to +40
Colour Temperature (CRI) 4000K (92) 4000K (92)
Diameter (mm) 50 50
Length (mm) 74 79
Weight (g) 83 83
*1kWh = 0.4kg of COz emission
LR0705-WFL — LR0707-SP —
80° 80° 80°
o
60° . 60° eer
%) 80l
e ——
400 “"lllln 40° 1200 400
[ 1600
) 15° o v P
1
20° = _— i /\
. o | ‘
m | Lux l @om
| i
' 05 | 6400 i 13
1 [ 1600 / i \ 26
= LED PAR16 = LED PAR16 L UL
LRO705-WFL LRO707-SP 2 L / : \ =

Beamangle = 15°
Beamangle = 40°

ol
Product Detalls: -Trglj [ FHF’]
Tehnical Specifications

Description | Model No. | Voltage (V) | Wattage (W) | Lamp Base | Lamp Life (hrs) | Max. Luminous | Beam Angle ( *) | Operating Colour Diameter (mm) | Length (mm) | Weight (g)
Intensity (cd) Temperature (°C) | Temperature (CRI)

LED PAR16 | LRO705-WFL | 220-240 5 GU10 20000 320 WFL (40°) 30 to +40 4000K (80) 50 74 82

LEDPAR16| LRO707-SP | 220-240 7 GU10 20000 1600 SP(15°) -30t0+40 4000K (80) 50 74 83
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= ELGUT0-250XX

GU10 250LM 3.5W

Product Detalls:
Tehnical Specifications

Description

Lamp Life (hrs)

ELGU10-250XX
20000 20000
Colour Temperature | 3000K 4000K

ELGU10-250XX

ELGU10-250XX
20000

6000K

= NYB GU10

230V 1x3W WW (2700K-3000K)
230V 1x3W CW (6000K-6400K)
230V 1x3W Red

230V 1x3W Green

230V 1x3W Blue

= LED BULB

GU10 160LM 2W 2700K

GU10 160LM 2W 6000K

@50
246

7o}
3V

PAS]

= NYB 3x1W WARM WHITE 3000K

POWER LED 230V 3X1W 45° 240 im

Product Detalls:
Tehnical Specifications

'VEP'YELG ia
@50mm En erg 'i B2
Watt 3 — A ﬂ
Base GU10 E “k\\\\%«l‘»y})}) I B
AC 230V-50Hz & N\ | -
N—-" §| D
K 3000-3200 3 -
Lumen 240 . F
Hours 35000 e
| —
Product Detalls:
Tehnical Specifications
Product Name Lampholder | Color | Voltage (V) | Wattage (W) | Beam angle
NYB GU10 230V WARM 5
220-240VAC|  3W 40
1X3W WW (2700K-3000K) | GY10 | wHiTE
NYB GU10 230V COOL | 250-240VAC .
1x3W CW (6000K-6400K)| GYUT0 | WHITE 3w 40
NYB GU10 230V RED ’ S
TSN Fog GU10 220-240VAC|  3W 40
NYB GU10 230V GU10  |GREEN |220-240VAC|  3W 40°
1x3W Green
NYB GU10 230V .
X3W Blue GU10 | BLUE |220-240VAC| 3W 40

Product Detalils:
Tehnical Specifications

Snaga 2w
Svj. tok 160 Im
Kut svj. 20°
Grlo GU10
Lumen 160
Sati 25000
@50mm

wwzg

* LED GU10 5W 400im

230V 5W Beam angle: 120 degree, 400im, 2700K
230V BW Beam angle: 120 degree, 400im, 4000K
230V W Beam angle: 120 degree, 400im, 6000K



1x3 WW 220~240V LECA
1x3 OW 220~240V LECA

18D WW 220-240V
18D CW 220-240V

LED ZARULJE

12V, 3x1W, 6000-6400K

12V, 3x1W, 3000-3200K
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= L[ED 5W MR16

G5,3 12V 6500K CW
G5,3 12V 4000K NW

Product Detalils:
Tehnical Specifications

* AR111 COB 02

GU10 3000K 220V/240V 12W WW
GU10 4000K 220V/240V 12W NW
GU10 6000K 220V/240V 12W CW

Product Detalils:
Tehnical Specifications

@111mm

wuwigg

Product Name
Voltage(V)
Beam Angle(°)
Colour Temp.
CRI

Luminoud Flux(Im)

5WMR16 GU5.3
AC/DC 12V

40°

6500K

75

258

5WMR16 GU5.3
AC/DC 12V

40°

4000K

82

243

* [ED BULB

GU10 6"2W-AR111 NW

Description

Voltage (V)

Wattage (W)

Lamp Base

Lamp Life (hrs)

LED Quantity

Beam Angle Option
Operating Temperature (°C)
Colour Temperature (CRI)

AR111 COB 02
220-240

12

GU10

50000

780-810
15°/30°/45°

-20 to +60
3000K

AR111 COB 02
220-240

12

GU10

50000

780-810
15°/30°/45°

-20 to +60
4000K

AR111 COB 02
220-240

12

GU10

50000

780-810
15°/30°/45°

-20 to +60
6000K

Product Detalils:
Tehnical Specifications

Description
Voltage (V)
Wattage (W)

Beam Angle Option

240
6"2
45°

Colour Temperature (CRI) 6000K

6*2W-AR111 CW

240
6"2
45°
4000K

6"2W-AR111 NW




LED ZARULJE

LR0615-50H45D —
80" 80°
60" 60°
0
40 105! 40°
00
450 20° 0° 20°
i
N gy A= I
= LED LR()(}W O’Q()HA’L)D 0.5 | 5600 g 41
GU10 4000K 220V-240V 50Hz e i = o
15| 622 1 124 = LED LRO/‘ ,‘ JS’QOHZ/—lD
2 L : GU10 4000K 4STEP DIM. 220V-240V 50Hz
Beamangle = 45°
“ H
! 4-Step Dimming
LR0815-50H08D —
' 100% s0% [20% SN
800 Dims on Regular Switches
60°
LR0115s-50H24D —
w a0 800 soraip
¢ wl Ao
8° 60° er M = : =
i 2 1500 0.5 | 14400 /_E—\ 21
i
! 1 | 3800 / E \ 43
40° 400 ]
. 2230 15 | 1600 / E \ 64
0.5 | 64000 3000 2 900 / ! \ 85
20° ” 200 Beamangle = 24°
- ) - 41 | 16000
" LED LR(}&% Q’QOHOE} 15 [ 711
GU10 4000K 220V-240V 50Hz e
eam angle = 8°
Product Detalls:
Tehnical Specifications
MEGAMAN® LED AR111 HALOGEN AR111
LR0615-50H45D
Description LED AR111 LED AR111 LED AR111
Model No. LR0615-50H45D LR0815-50H08D LRO115s-50H24D
Voltage (V) 220-240 220-240 220-240 @}
- e
Wattage (W) 15 15 15
Lamp Base GU10 GuU10 GU10 15W w 50W
Lamp Life (hrs) 30000 30000 30000 30,000 hrs o 3,000 hrs
) ) 90°C Tc 300°C
Max. Luminous Intensity (cd) 1400 1600 3600 .
180 kg CO; 600 kg
Beam Angle ( °) 45 8 24 1,400 cd cd 1,006 cd
Operating Temperature (°C) -30 to +40 -30 to +40 -30 to +40
Colour Temperature (CRI) 4000K (92) 4000K (92) 4000K (92)
Diameter (mm) 111 111 111
Length (mm) 94 94 93
Weight (g) 230 264 240

*1kWh = 0.4kg of CO2 emission

TCH

Technology
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LED ZARULJE

, -
Light output | | Life span
Lumens HRS
Voltage Gurantee
Volts Years
i
o - Energy used | | Equivalent
; %
. Watts Watts
2800-3200K
4000-4500K
5700-6100K
604 mm
588 mm

"]u“DDDDU““UDDUDDDDDDDDDDDDDDDDDDuuuuuuuuuuuu

Light output -: Life span

Lumens HRS
Voltage Gurantee
Volts Years
-
a0 = Energy used | | Equivalent
) T Watts Watts
2800-3200K
4000-4500K
5700-6100K
1213 mm \
1198 mm

Light output -: Life span

Lumens HRS
Voltage Gurantee
Volts Years
-
a0 = Energy used | | Equivalent
) % Watts Watts
2800-3200K
4000-4500K
5700-6100K
1514 mm
1498 mm

|B"“DDDDDDDDDDDDDDDDDDuuuuuuuuuuuuuuuuuuuuuuu

Tehnical Specifications

Mode

Voltage Range
Frequency Range
Power Consumption
Color

CCT

Lumen Output
Luminous Efficienty
CRI

Beam Angle

Power Supply
Operating Temperature
Storage Temperature
Fixture Material

Base

Dimension

Weights

Environment Protection

Safety Certification

BT-T8-600-12AWW | BT-T8-600-12ANW
AC85-265V
50Hz/60Hz

12+5%
Pure white
5700-6100K

1080LmM + 5%

90Im/W

Nature white
4000-4500K
1080LM+5%
90Im/W
75
120° (Typical)
built-in isolating driver, Effiviency=0.9, PFC=0.9
-20°C~+40°C
-40°C~+80°C
Aluminum + PC (Transparent)
G13
L600mm*@26mm
260g
RoHS
CE

Warm white

2800-3200K

1020Lm + 5%
85Im/W

Tehnical Specifications

Mode

Voltage Range
Frequency Range
Power Consumption
Color

CCT

Lumen Output
Luminous Efficienty
CRI

Beam Angle

Power Supply
Operating Temperature
Storage Temperature
Fixture Material

Base

Dimension

Weights

Environment Protection

Safety Certification

BT-T8-1200-25AWW | BT-T8-1200-25ANW
AC85-265V
50Hz/60Hz

25+5%

Pure white
5700-6100K
2250Lm + 5%
90Im/W

Nature white
4000-4500K
2250Lm+5%
90Im/W
75
120° (Typical)
built-in isolating driver, Effiviency=0.9, PFC=0.9
-20°C~+40°C
-40°C~+80°C
Aluminum + PC (Transparent)
G13
L1200mm*@26mm
5009
RoHS
CE

Warm white
2800-3200K
2100Lm + 5%
84Im/W

Tehnical Specifications

Mode

Voltage Range
Frequency Range
Power Consumption
Color

CCT

Lumen Output
Luminous Efficienty
CRI

Beam Angle

Power Supply
Operating Temperature
Storage Temperature
Fixture Material

Base

Dimension

Weights

Environment Protection

Safety Certification

BT-T8-1500-28AWW | BT-T8-1500-28ANW
AC85-265V
50Hz/60Hz

28+5%

Pure white
5700-6100K
2500Lm + 5%
89Im/W

Nature white
4000-4500K
2500Lm+5%
89Im/W
75
120° (Typical)
built-in isolating driver, Effiviency=0.9, PFC=0.9
-20°C~+40°C
-40°C~+80°C
Aluminum + PC (Transparent)
G13
L1500mm*@26mm
6509
RoHS
CE

Warm white
2800-3200K
2350Lm + 5%
84Im/W

BT-T8-600-12ACW

BT-T8-1200-25ACW

BT-T8-1500-28ACW




1x1.6W 12V DC 2800-3200K
1x1.6W 12V DC 6000-6500K
1x1.6W 12V DC BLUE
1x1.6W 12V DC GREEN
1x1.6W 12V DC RED

28,2x12mm

12V DC 0,14W 6000-6500K
12V DC 0,14W 2800-3200K

21x11Tmm

LED ZARULJE

12V AC/DC 0,6W 6000-6500K
12V AC/DC 0,6W 2800-3200K

@22,5x8mm




LED ZARULJE

_— L]
E .'!
| N |
3016SMD-19LED G9, 3016SMD-19LED G9,
frosted cover. frosted cover.
CW 6000-7000K. WW 2800-3200K.

220-240V AC 2.4W 220-240V AC 2.4W

G90-BWRGB-MCL 230V, with remote control

Ly
Yy
™t
| 1 =
ik
3W WW
3W NW
3W CW
23 mm
—— Q
i
[ S— o
Tehnical Specifications
Artikl LED Im AC/DC kut svjetla
Model No. Samsung 100 12v 340°
Voltage (V) Samsung 90 12v 340°
Wattage (W) Samsung 80 12v 340°
-
=
-
- -
. -




ANTIQUE EDISON ZARULJE

» EDISON HALOGEN C35
220-240V, E-14, 40W

= EDISON HALOGEN T45
220-240V, E-27, 40W

= EDISON HALOGEN ST64
220-240V, E-27, 60W

63




ECO HALOGEN - ENERGY SAVING

Tehnical Specifications

ENERGY SAVING 30%

2000 h

COLOR: 2900K

DIMMABLE

CLASS C ENERGY EFFICIENCY

Tehnical Specifications

ENERGY SAVING 30%

2000 h

COLOR: 2900K

DIMMABLE

CLASS C ENERGY EFFICIENCY

18W ECO = 25W STANDARD
28W ECO = 40W STANDARD
42W ECO = 60W STANDARD
52W ECO = 75W STANDARD
70W ECO = 100W STANDARD

= 60W STAN DARD

18W ECO = 25W STANDARD
28W ECO = 40W STANDARD
42W ECO = 60W STANDARD
52W ECO = 75W STANDARD
70W ECO = 100W STANDARD




» GU10 28W = GU10 42W

1},\

= G9 28W = GO 42W

—EEY o

m—-
TR B s e Ll T

= J78 80W

Product Details:
Tehnical Specifications

= ENERGY SAVING 30%

B 2000 N

B COLOR: 2900K

5 DIMMABLE

u CLASS C ENERGY EFFICIENCY

80W ECO = 100W STANDARD

120W ECO = 150W STANDARD
230W ECO = 300W STANDARD
400W ECO = 500W STANDARD

Product Details:
Tehnical Specifications

= ENERGY SAVING 30%
= 2000 h

= COLOR: 2900K

= DIMMABLE

= CLASS C ENERGY EFFICIENCY

Product Detalls:
Tehnical Specifications

= ENERGY SAVING 30%
= 2000 h

= COLOR: 2900K

= DIMMABLE

= CLASS C ENERGY EFFICIENCY

— T

18W ECO = 25W STANDARD
28W ECO = 40W STANDARD
42W ECO = 60W STANDARD
52W ECO = 75W STANDARD
70W ECO = 100W STANDARD

18W ECO = 25W STANDARD
28W ECO = 40W STANDARD
42W ECO = 60W STANDARD
52W ECO = 75W STANDARD
70W ECO = 100W STANDARD

= J118 120W = J118 280W

= J118 400W

Product Detalils:
Tehnical Specifications

= ENERGY SAVING 30%

= 2000 N

B COLOR: 2900K

5 DIMMABLE

u CLASS C ENERGY EFFICIENCY

80W ECO = 100W STANDARD

120W ECO = 150W STANDARD
230W ECO = 300W STANDARD
400W ECO = 500W STANDARD
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= GU10 230V/20W * MR16 5.3 12V/20W
» GU1T0 230V/35W » MR16 5.3 12V/35W

= GU1T0 230V/50W = MR16 5.3 12V/50W

» JCDR 230V/20W = MR11 20W
* JCDR 230V/35W = MR11 35W
= JCDR 230V/50W




= AR111 GU10 230V/50W = AR111 G583 12V/50W 24°
= ART11 GU10 230V/75W = AR111 G583 12V/75W 24°

= AR111 GU10 230v/100W = ART11 G53 12V/100W 24°

.1 ‘\"

= G4 JC 12V/BW

= G4 JC 12V/10W = GO 230\/25W = JCD G5.3 230V/20W
= G4 JC 12V/20W = 39 230V/40W = JCD G5.3 230V/35W
= G4 JC 12v/35W = GO 230V/60W = JCD G5.3 230V/50W
Y ———— ey —————
= RS7 78mm 230V/150W = RS7 118mm 230V/500W = RS7 118mm 230V/200W
= RS7 78mm 230V/100W = RS7 118mm 230V/300W = RS7 118mm 230V/150W
e b o

= RS7 189mm 230V/1000W

i,

g e
T g =l 1 ‘-“--ﬂ'rml
— i iy
= RX7S/70W = G12/70W

= RX7S/150W = G12/150W
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= GRLODR171 G5.3 = GRLO DR281 GU10

-
‘a®
s | A2402 GX53 LAMPHOLDER
= GX10 LAMPHOLDER
« GRLO CP 805 E-27 = GRLO CP 800F E-27

Product description

= Noise-free precise control via DSI signal
switchDIM, corridorFUNCTION or DALI

= DALI-MEMORY

= Extended DALl commands

u CELMA energy class A1

Interfaces

= DAL

= DS

m switchDIM (with memory function)

m corridorFUNCTION (individually programmable)
B Integrated SMART-Interface

Functions

u Optimum filament heating in any dimmer setting
m Fade rates between 50 ms and 90 s (min-max.)
» PCA, TCD EXCELL one4all DALI, DIMMABLE ® Automatically triggered emergency lighting
value in DC mode, can be set between 1 and 70 %
® For emergency lighting systems as per EN 50172
m Automatic start after replacement of defective lamps
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PRIGUSNICE/PROPALJIVACI

» PRIGUSNICA / ELEKTRONIKA




= [ UMAX 60W - DIMABILAN » [UMAX 105W - DIMABILAN

D=92mm, V=29mm, S=41mm D=103mm, V=29mm, S$=51mm
- -
Sl .::,:—"": \h >
_;",y_\\\-‘* i & \ -

Y et

a’fff*‘"‘:; - ® 5
. Therge =
7 = S -

- B BR vk e *
4 \“3““&%“ % d
. -t g ®
A

= L UMAX 160W

D=170mm, V=87mm, S=47mm ‘

= LUMAX 200W

D=170mm, V=37mm, S=47mm

- -
82 %‘M“" b
Ry 30 i
B e
\ NS :
N -
- \ =
\
\ = \ \ \
: \ 4 .
- @
= LUMAX 250W ’ %‘éﬁ: = :
pi @&
D=217mm, V=88mm, $=48mm o A
\.ﬁw ot - : 1 i
- \ \ \
\ - i A
!
R
- = LUMAX 300W

D=217mm, V=38mm, S=48mm
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( . “ [ SENSOR INFORMATION
Il :
©
|| 3
- B 3
-
|
I 8
3
\EJ o] |3 12m 180°/140°
= PD-PIR109 Correct moving orientation Detection angle
Product Detalls:
Technical Specifications
® Power source: 110-130V/AC  220-240V/AC m Light-control:<GLUX~daylight (adjustable) m Working humidity: <93%RH
= Rated load: 1200W Meax. tungsten (220-240V/AC) = Detection range: 12m Max(<24°C) B |nstallation height: 0.5m~3.5m
200W Max. fluorescent (220-240V/AC) m Detection angle: 180° 140° B Detection motion speed: 0.6-1.5m/s
800W Max. tungsten (110-130V/AC) B Working temperature; -10°C ~+40 °C B Power consumption: 0.45W (static 0.1W)
m Time setting: min: 8sec+3sec  max:/min+2min
(adjustable)
105mm
Pl

wweg

» INFRARED SENSOR PD-PIR102

Product Details:
Technical Specifications

m Power source: 220-240V/AC  50Hz
100-130V/AC  60Hz

= Rated load:1200W Max.tungsten(220-240V/AC)
300W Max.fluorescent(220-240V/AC)
B600W Max.tungsten(100-130V/AC)
150W Max.fluorescent(100-130V/AC)

B Standby power: working 0.45W (static 0.1W)

B Time setting: 10+3sec-8+3min (adjustable)

Light-control: T0LUX~2000LUX (adjustable)
Detection range: 1-8m (radii.) (adjustable)
Detection angle: 360° (ceiling installation)
Installation height: 2.5~3.5m

Detection motion speed: 0.6~1.5m/s
Working temperature; -10°C~+40°C
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= MICROWAVE SENSOR LAMP
PD-IN2007

100mm

280mm

IP 20

>

= S 300

2 x E27 SA SENZOROM, @300 mm

72

Product Detalils:
Technical Specifications

Power source: 220-240V/AC

Power frequency: 50Hz

Rated load: 60W Max/E27

HF system: 5.8GHz CW electric wave, ISM band
Transmission power: <0.3mW

Luminous flux: 4560im

Detection angle: 360°

Detection range: 1m Min. =16m Max. (dia.) (adjustable)
Time setting: 10sec to 30min (adjustable)

Light-control: 2LUX/50LUX/150LUX/2000LUX  (adjustable)
Standby power: <0.9W

Installation: ceiling mount

o
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3
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-
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1
!

=\
‘ gy -




Beam Angle 200°

R34, LAY . Ldeg

AvERAGE mEaw aclE cuown :zos_x GRRITTE. 1M ien
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= MXTP-600-30W =

Product Detalls:

Technical Specifications

MXTP-600-30W =

MXTP-600-30W -

MXTP-600-30W

Choosing durable long life span LED as light source, it's with smooth light without glare, simple looking design. Corrosion-proof, water-proof and
dust-proof and IP65. It can be used in different environment. Aluminium alloy and PC material ensure it can be used in different environment.

Application:

The lamp cam be used for outdoor hallway, factory, basement, warehouse, parking lot and so on.

Product Model

Input Voltage

LED Quantity

Power Factor

Total Power

Color Temperature
Color Rendering Index
Luminous Flux

Beam Angle

IP Grade

Material

Operating Temperature
Lifespan

Product Size

MXTP-600-30W
AC100~240V/50~60Hz
2835 SMD LED

>0.95

30w
2700K/4000K/5700K optional
>80

2800 lumens

200°

P65

Aluminium+PC
-30~50C

50 000 hours
603*106*72mm

MXTP-1000-55W
AC100~240V/50~60Hz
2835 SMD LED

>0.95

550W
2700K/4000K/5700K optional
>80

5000 lumens

200°

P65

Aluminium+PC
-30~50C

50 000 hours
1003*106*72mm

MXTP-1200-70W
AC100~240V/50~60Hz
2835 SMD LED

>0.95

70W

2700K/4000K/5700K optional
>80

6500 lumens

200

P65

Aluminium+PC

-30~50C

50 000 hours
1203*106*72mm

MXTP-1500-80W
AC100~240V/50~60Hz
2835 SMD LED

>0.95

80W
2700K/4000K/5700K optional
>80

7300 lumens

200°

P65

Aluminium+PC
-30~50C

50 000 hours
1503*106*72mm
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Product Details:
Technical Specifications

MXHB-01-50W
MXHB-01-80W
MXHB-01-100W
MXHB-01-120W

= More than 70% energy can be saved than traditional ones
= Bridgelux LED chip, 135Im/W LED chip
® The surface is treated by anodic oxidation, Not painting, no harmful gases
= Multiple choices for Reflector
= Multiple choices for color temperature

Application:

MXHB-01-150W
MXHB-01-200W
MXHB-01-240W
MXHB-01-300W

Instead of the traditional lamp, factorie, supermarkets, gym and other place

Beam Angle 120°

|

Product Model

Input Voltage

LED Quantity
Total Power
Color Temp.
Luminous Flux
Beam Angle
Power factor
|P Grade

Material

Operating Temp.

Lifespan

Product Weight

MXHB-01-50W
AC85~265V/
50~60Hz

50W COB LED
53W
2700-7000K opt.
4250-4500 LM
120790°/45° opt.
>0.93

P65

Aluminium
-20~45C

50 000 hours
4.2Kgs

MXHB-01-80W

AC85~265V/
50~60Hz

80W COB LED
86W

2700-7000K opt.

6800-7300 LM
1207907745 opt.
>0.95

P65

Aluminium
-20~45C

50 000 hours
5.2Kgs

MXHB-01-100W
AC85~265V/
50~60Hz

100W COB LED
108W
2700-7000K opt.
8500-9200 LM
120790745 opt.
>0.95

P65

Aluminium
-20~45C

50 000 hours
6Kgs

MXHB-01-120W
AC85~265V/
50~60Hz

120W COB LED
130W
2700-7000K opt.
11 000 LM
1207907745 opt.
>0.97

P65

Aluminium
-20~45C

50 000 hours
8Kgs

MXHB-01-150W
AC85~265V/
50~60Hz

150W COB LED
160W
2700-7000K opt.
13000-14000 LM
120790745 opt.
>0.95

P65

Aluminium
-20~45C

50 000 hours
9.5Kgs

MXHB-01-200W
AC85~265V/
50~60Hz

200W COB LED
212W
2700-7000K opt.
17500-18500 LM
120790745 opt.
>0.95

P65

Aluminium
-20~45C

50 000 hours
10Kgs

MXHB-01-240W
AC85~265V/
50~60Hz

240W COB LED
240W
2700-7000K opt.
19500-20500 LM
1207907745 opt.
>0.95

IP65
Aluminium+Glass
-20~45C

50 000 hours
8Kgs

MXHB-01-300W
AC85~265V/
50~60Hz

300W COB LED
300W
2700-7000K opt.
25000-26000 LM
1207907745 opt.
>0.95

P65
Aluminium+Glass
-20~45C

50 000 hours
10Kgs




= MXST-04-70W
= MXST-05-35W

= MXST-04-120W

= MXST-05-150W

Product Details:

Technical Specifications

= Replace original HPS, more than 70% energy can be saved than traditional ones
® | ong life span, low light attenuation, shock resistant, over 50 000 hours life span
= More comfortable: No strobe, no glare with soft light

= With self-cleaning function, capable of preventing dust and water
= Heat radiating performance, low temperature rise

= With optical control, time control and intelligent control systems

Application:

Instead of HPS, street, park, Residental area and other place

= MXST-05-240W

5 YEAR WARRANTY

Product Model MXST-05-35W MXST-04-70W MXST-04-120W MXST-05-150W MXST-05-240W

Input Voltage AC100~277V/50~60Hz AC100~277V/50~60Hz AC100~277V/50~60Hz AC100~277V/50~60Hz AC100~277V/50~60Hz
LED Quantity 28*1W CREE 2 pcs 28*1W CREE 3 pcs 16*2W CREE 4 pcs 16"2W LED CREE | 6 pcs 16*2W LED CREE
Power Factor >0.93 >0.95 >0.95 >0.95 >0.95

Total Power 35W 70W 120W 160W 240W

Color Temperature | 2700K/4000K/5700K opt. | 2700K/4000K/5700K opt. | 2700K/4000K/5700K opt. | 2700K/5500K 2700K/5500K
Luminous Flux 3200 lumens 6300 lumens 11000 lumens 12000-13500 lumens 19000-21000 lumens
Beam Angle 130" x 80°C 130" x 80°C 150°x 90°C 160" x 90°C 150" x 90°C

IP Grade P65 P66 P66 P65 P65

Material Aluminium+Glass Aluminium+Glass Aluminium Aluminium Aluminium

Junction Temp. 55°C (TA=30°C) 55°C (TA=30°C) 56°C (TA=30°C) 56°C (TA=30°C) 55°C (TA=30°C)
Operating Temp. -30~50°C -30~45C -30~45C -30~50C -30~45C

Lifespan 50 000 hours 50 000 hours 50 000 hours 50 000 hours 50 000 hours

Product Weight 5 kgs 7 kgs 9.5 kgs 10.5 kgs 13 kgs
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